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COMPANY INFORMATION 

Company Location:  Cedar Rapids, IA Date:  12/12/2018 

Conducted By:  Scott Conner 

 

 

 

1. WORKSITE GENERAL 

 Subject Comments 

1.1. Occupational Safety and Health Administration 
(OSHA) and state required posters displayed in a 
prominent location? 

Yes 

1.2. Safety signs/warnings posted where appropriate? Eye protection sign required by the grinder 

1.3. Emergency telephone numbers posted where 
they can be found readily? 

Should post after hours emergency numbers 
on office and breakroom door.   

1.4. All work areas clean and orderly? Yes 

1.5. Combustible scrap, debris, and waste stored safely 
and removed from work areas promptly? 

Yes 

1.6. Work areas adequately illuminated? Yes 

 

2. FIRE PROTECTION 

 Subject Comments 

2.1. Fire extinguishers provided in adequate number, 
type, and are they in readily accessible locations?  
One available every 50 feet?   

Yes 

2.2. Fire extinguishers inspected/tags signed off 
monthly? 

No; they must be signed off monthly 

2.3. Annual maintenance by a qualified contractor 
been performed on all fire extinguishers?   

Yes 

2.4. Fire extinguishers free of obstruction or blockage? Yes 

 

 

3. EMERGENCY EQUIPMENT & EGRESS 

 Subject Comments 

3.1. Emergency eyewash station available? Yes 

3.2. Eyewash station within 10 seconds or 100ft of 
uninterrupted walk? 

Yes 
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3.3. All exit routes marked? Exit sign needed in wash bay office, hallway 
and breakroom 

3.4. Doors, passageways, or stairways that are not 
exits, or accessible to exits appropriately marked 
as “Not an Exit” or with an indication of its actual 
use? 

"Not an Exit" sign needed above the boiler 
room doors 

3.5. All exits free from obstructions? Yes 

3.6. Sufficient exits to permit prompt emergency 
escape? 

Yes 

3.7. During normal business hours are all doors 
unlocked to ensure smooth evacuation of 
personnel if required.   

Yes 

 

 

4. STAIRS AND STAIRWAYS 

 Subject Comments 

4.1. Standard stair rails or handrails on all stairways 
with four or more risers? 

Yes 

4.2. Stairways at least 22 inches wide? Yes 

4.3. Stair landing platforms not less than 30 inches in 
the direction of travel and extending 22 inches in 
width at every 12 feet or less of vertical rise? 

Yes 

4.4. Stairs angle no more than 50 degrees and no less 
than 30 degrees? 

Yes 

4.5. Steps designed or provided with a slip resistant 
surface? 

Yes 

4.6. Handrails located between 30 and 34 inches 
above the stair treads? 

Yes 

4.7. Handrails have at least 3 inches of clearance 
between the handrail and the wall surface they 
are mounted on? 

Yes 
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5. WALKWAYS 

 Subject Comments 

5.1. Aisles and passageways kept clear and clean? Yes 

5.2. Wet surfaces covered with non-slip materials? Yes 

5.3. Pits and floor openings covered or guarded? N/A 

5.4. Aisle clearance provided for motorized or 

mechanical handling equipment operation? 

Yes 

5.5. Walkways properly marked? Yes 

5.6. Aisles and walkways passing near moving or 

operating machinery, welding operations, or 

similar operations arranged to minimize 

potential hazard exposure? 

Yes 

5.7. Standard guardrails provided when the walkway 

surface is elevated more than 30 inches above 

any adjacent floor or ground? 

Yes 

5.8. Floor openings guarded by a cover, guardrail, or 

equivalent on all sides? 

N/A 

5.9. Toe boards installed around edges of permanent 

floor openings? 

N/A 

5.10. Portions of pits not actually in use either 

covered or protected by guardrails or 

equivalent? 

N/A 

5.11. Manhole covers, trench covers, and similar 

covers, plus their supports, designed to carry a 

truck rear axle load of at least 20,000 pounds? 

N/A 

 

  

6. PERSONAL PROTECTIVE EQUIPMENT (PPE) 

 Subject Comments 

6.1. Protective goggles or face shields provided and 
worn where there is a danger of flying particles or 
corrosive materials? 

Yes 

6.2. Approved safety glasses worn at all times in areas 

where there is a risk of eye injuries? 

Yes 
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7. ELEVATED SURFACES 

 Subject Comments 

7.1. Signs posted showing the surface load capacity? Terminal Managers office 

7.2. Surfaces elevated more than 30 inches above the 
floor or ground provided with standard guardrails? 

Terminal Managers office 

7.3. Elevated surfaces that expose people or 
machinery to falling objects provided with standard 
4-inch toe boards? 

Terminal Managers office 

7.4. Permanent means of access and egress provided 
to elevated storage and work surfaces? 

Terminal Managers office 

7.5. Material on elevated surfaces piled, stacked, or 
racked in a manner to prevent it from tipping, 
falling, collapsing, rolling, or spreading? 

Terminal Managers office 

 

 

8. LADDERS 

 Subject Comments 

8.1. Ladders inspected and maintained in good 
condition? 

Yes 

8.2. Ladder rungs and steps free from grease and oil? Yes 

8.3. Ladders with broken, missing steps, rungs, or 
cleats broken side rails, or faulty equipment 
removed from service? 

Yes 

8.4. Metal ladders legibly marked with signs cautioning 
against using them around electrical power 
sources.   

Yes 
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9. WELDING/CUTTING/BRAZING 

 Subject Comments 

9.1. Only authorized and trained personnel permitted to 
use welding, cutting, or brazing equipment? 

Yes 

9.2. Compressed gas cylinders regularly examined for 
expired hydro test dates, obvious signs of defects, 
deep rusting, and/or leaking? 

Yes 

9.3. Cylinders kept away from sources of heat? Yes 

9.4. Cylinders stored away from elevators, stairs, or 
gangways? 

Yes 

9.5. PPE used properly and inspected periodically? Yes 

9.6. Welding and cutting is taking place, is adequate 
ventilation addressed? 

Yes 

 

 

10.  COMPRESSORS AND COMPRESSED AIR 

 Subject Comments 

10.1. All compressors equipped with pressure relief 
valves and pressure gauges? 

Yes 

10.2 Air filters installed and regularly inspected? Yes 

10.3. All belt drive systems totally enclosed? Yes 

10.4. Signs posted warning of automatic starting feature 
of the compressors? 

No; warning signs required above 
compressors 

10.5. Is it strictly prohibited to direct compressed air 
toward a person? 

Yes 

10.6. Before work is done on the pressure system, is all 
pressure bled off? 

Yes 

10.7. Compressed air receivers periodically drained of 
moisture and oil? 

Yes 
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11.  COMPRESSED GAS CYLINDERS 

 Subject Comments 

11.1. Valve protectors/caps always placed on cylinders 
when cylinders are not in use or connected for 
use?   

Yes 

11.2. Cylinders legibly marked to clearly identify the gas 
contained? 

Yes 

11.3. Compressed gas cylinders stored in areas that are 
protected from external heat sources? 

Yes 

11.4. Cylinders located or stored in areas where they 
will not be damaged by passing or falling objects? 

Yes 

11.5. Valves shut after used, when cylinder is empty or 
moved?   

Yes 

11.6. Cylinders stored at least 20 feet away from highly 
combustible materials? 

Yes 

11.7. Fuel gas and oxygen cylinders stored a minimum 
of 20 feet apart or separated by a 1-hour firewall? 

Yes 

11.8. In-service cylinders adequately supported to 
prevent them from falling over? 

Yes 

11.9. Stored cylinders, empty or full, stored away from 
room entries or stairs?  And chained to walls or 
racks to prevent falling?   

Yes 

 

 

12.  ELECTRICAL 

 Subject Comments 

12.1. Portable electrical tools and equipment grounded 
or have double insulation? 

Yes 

12.2. All extension cords on-site have a grounding 
conductor? 

Yes 

12.3. Exposed wiring /cords with frayed or deteriorated 
insulation repaired/replaced promptly? 

Yes 

12.4. All flexible cords and cables free of splices? Yes 

12.5. Unused openings (including conduit knockouts) in 
the electrical enclosures and fittings protected with 
appropriate covers, plugs, or plates? 

Yes  

12.6. Electrical panels have a 3-foot clearance around 
them? Flammable liquids kept away? 

Yes 
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  Junction box inside old boiler room needs 
cover; wires are exposed. 

 

 

13.  MATERIAL HANDLING 

 Subject Comments 

13.1. Safe clearance for equipment through all aisles 
and doorways? 

Yes 

13.2. Aisles properly kept clear? New boiler room narrow passage 

13.3. Mechanized equipment inspected daily prior to 
use? 

Yes 

13.4. When using a forklift, is products secured to 
prevent movement or falling? 

Yes 

13.5. Hooks with safety latches used when hoisting 
materials so they will not slip off? 

Yes 

13.6. When hoisting material or equipment, are 
provisions made to ensure no one will pass under 
the suspended load? 

Yes 

13.7. Shelves secured to prevent tipping or falling? Yes 

 

 

14.  HAND TOOLS AND EQUIPMENT 

 Subject Comments 

14.1. Tools and equipment maintained in good 
condition? 

Yes 

14.2. Hand tools, such as chisels, punches, etc., which 
develop mushroomed heads during use, 
reconditioned or replaced as necessary? 

Yes 

14.3. Broken or fractured handles on hammers and 
similar equipment replaced promptly 

Yes 

14.4. Appropriate handles used on files and similar 
tools? 

Yes 

14.5. Safety glasses, face shields, etc. used while using 
hand tools or equipment that might produce flying 
materials or be subject to breakage? 

Yes 

14.6. Jacks checked periodically to ensure they are in 
good operating condition?   

Yes 
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15.  PORTABLE POWER TOOLS AND EQUIPMENT 

 Subject Comments 

15.1. Grinders, saws, and similar equipment provided 
with appropriate safety guards and are they used 
as recommended by the manufacturer? 

Yes 

15.2. Rotating or moving parts of equipment guarded to 
prevent physical contact? 

Yes 

15.3. All cord-connected, electrically-operated tools and 
equipment effectively grounded or of the approved 
double insulated type? 

Yes  

15.4. Effective guards in place over belts, pulleys, 
chains and sprockets? 

Yes 

15.5. Portable fans provided with full guards or screens 
having openings of ½ inch or less? 

Yes  

15.6. Pneumatic and hydraulic hoses on power-
operated tools checked regularly for deterioration 
or damage? 

Yes  

 

 

16.  ABRASIVE WHEEL EQUIPMENT- GRINDERS 

 Subject Comments 

16.1. Work rest installed and kept adjusted to within 1/8 
inch of the wheel? 

No; must be adjusted 

16.2. Adjustable tongue on the top side of the grinder 
used and kept adjusted to within ¼ inch of the 
wheel? 

No; must be adjusted 

16.3. Side guards cover the spindle, nut and flange and 
75% of the wheel diameter? 

No must be adjusted 

16.4. Bench and pedestal grinders permanently 
mounted? 

Yes  

16.5. Goggles or face shields always worn when 
grinding? 

Yes  

16.6. Grinder have an individual on/off control switch? Yes  

16.7. Is each electrically operated grinder effectively 
grounded? 

Yes  

16.8. Cleanliness maintained around grinders? Yes 
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17.  FLAMMABLE AND COMBUSTIBLE MATERIALS 

 Subject Comments 

17.1. Combustible scrap, debris and waste materials 
(oily rags, etc.) stored in covered metal 
receptacles? 

Yes 

17.2. Proper storage practiced minimizing risk of fire, 
including spontaneous combustion? 

Yes 

17.3. Flammable liquids kept in closed containers when 
not in use (parts cleaning tanks, etc.)? 

Yes 

17.4. Are bulk drums of flammable liquids grounded and 
bonded to containers during dispensing? 

n/a 

17.5. Storage rooms for flammable/combustible liquids 
have explosion-proof lights and ventilation? 

n/a 

17.6. “NO SMOKING” signs posted in area were 
flammable/combustible materials were stored? 

Yes 

 

18.  TIRE INFLATION 

 Subject Comments 

18.1. Safe practice procedures posted and enforced? Need poster hung up 

18.2. Tire inflation hose have a clip-on chuck with at 
least 2.54inches of hose between the chuck and 
an in-line hand valve gauge? 

Need to get an all-in-one chuck and gauge. 

18.3. Tire inflation control valve automatically shut off 
the air flow when the valve is released? 

Yes 

18.4. Tire restraining device such as a cage, rack or 
other effective means used while inflating tires 

Yes 

18.5. Employees prohibited from standing directly over 
or in front of a tire while it is being inflated? 

Yes 

 

 


